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SSLLIIPP  TTEESSTTEERR  DATA SHEET 

Apparatus for determining the Static (initial) and Dynamic Coefficients Friction of films, sheets and plates, papers 
covered with plastic and similar surfaces. 

Thanks to the precision and repeatability of the results, the device is used to check the quality of films, studies and 
research on the forces of friction between the same or different surfaces under strictly controlled test conditions. 

 

  

 
 
  

The SLIP TESTER is equipped with a slide moved by a 
high precision dynamometric system. 
The absolutely uniform and constant translation speed 
of the slide is 150 ± 30 mm / min. and its total 
displacement is 300 mm, thus ensuring that the entire 
length of the specimen, specified in 250 mm, is 
subjected to the test. 

 
The force necessary to obtain the sliding is measured 
by a load cell with a capacity of 2000 gr and is read on 
a luminous digital display. 

 
The test values can be set in the setting Touch screen: 

- Weight of the sled (default ) 
- The sliding speed of the slide from 50 to 300mm / 
min (150mm / min default) 
- The static friction detection period in seconds from 
0.5 to 6.5 s 
- The shift of the test duration from 50 to 300mm, the 
test will stop automatically when the shift is reached. 

 
Software ( 00100112) allows  to be connected to a 
Personal Computer, for data management allows 
printing and graphical display of the friction coefficient 
curve. 
The program also allows you to perform slip tests on a 
number of 5 specimens, with the automatic calculation 

of the static friction coefficient (measurement of the 

maximum load obtained in the initial part of the curve) 
and of the dynamic friction coefficient (average of the 
values detected during a test section). 
 
 

 

 
STANDARD 

ASTM D1894 

 

FFEEAAUUTTUURREESS::  

 Touch Screen keyboard for directional command 
operations 

  Slide moved by a high precision dynamometric 
system; dimensions: 63.5 x 63.5 mm 

  Specimen support surface in tempered glass 200 

x 400 mm, equipped with variable height 

support; 
  Measurement of the force necessary to obtain the 

sliding of the slide by means of the load cell with 
capacity of gr 2000; accuracy ± gr 1 

  Motorized device for sliding the slide at a uniform 
and constant speed of 150 ± 30 mm / min. end 

stop and quick release system of the slide. 
 

  Power supply: 230 single-phase 50 / 60Hz 30 VA. 
  Dimensions: mm 950 x 260 x 240 h 
  Weight: 30 kg 

 

Code Description 

10021003 Slip Tester - table 200 X 400 mm 

10021004 Slide  gr 200 

10021005 Slide  gr 500 

00100101 Software  C.O.F cable to connection PC 

 


